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2K x 2K LCD: SI-DL4AM

28.05"

(Chassis type) (Desktop type)

Outer dimension Video interface Power consumption

606(H) x 606(W) x 172(D)mm - Digital 2 ports (Normal/Fall back) 230W (Max)

(Chassis type) - Analog 1 port
724(H) x 613(W) x 378(D)mm Video interface switched by Source voltage
(Desktop type) Remote control or OSD AC100 to 240V

Screen size

712 mm (28.05 inches) diagonal Digital interface: Operating temperature and humidity

504(H) x 504(V) mm DVI 1.0 (Dual-Link, Single-Link) 10to 40 , 10to 80%
Resolution Analog interface: Weight

2048 x 2048pixels R/G/B video signal: Approx. 30kg (Chassis type)

0.714Vp-p (positive polarity) Approx. 42kg (Desktop type)

Pixel size 50 ohm / 75 ohm selectable BNC

0.246(H) x 0.246(V) mm connector EMI/EMC

H/V sync: FCC15b class A compliant

Display mode TTL EN55022 class A compliant

Normally black 75 ohm termination BNC connector EN55024 compliant
Display color OSD functions Safety

24bit true color - OSD adjustment UL60950 compliant

Brightness, H/V-center, Phase, etc EN60950 compliant

Viewing angle - Alarm indication

+/-85 degrees (typical) FAN, Power supply, Video signal,

(Minimum +/-70 degrees) Backlight, Temperature, etc

- Security using Password

Contrast ratio 0 - Test pattern selection

1000:1 (typical)
Remote control functions

Brightness - Functions handled from remote WS/PC
225 cd/ m? - Same functions as OSD control
- Remote switching of input signals
Response time - Upload and download of LCD
25ms alignment data
- RS-232C interface
Lamp Life Time (SONY DDM compliant protocol)
50,000h
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